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FOREWORD 

F OR over a half century, “GOLD 
MEDAL” ladders have been recog¬ 
nized as the best for every purpose. 

Strict adherence to the highest stan¬ 
dards have guided the development of 
the “GOLD MEDAL” line. 

You will note that the more important 
ladders and trestles bear the approval of 
The Underwriters’ Laboratories. Safety 
always has been and always will be the 
biggest factor in everything we manu¬ 
facture. Convenience, compactness and 
adaptability are carefully considered, but 
safety comes first. 

Economy—true economy, which is de¬ 
termined far more vitally when consid¬ 
ering ladder and scaffolding products by 
the degree of safety afforded and time 
saved, rather than by first cost—is 
reached, even in first cost, because of our 
tremendous production facilities and 
distribution throughout the country. 

Now that we have entered the low- 
price field as well, the “GOLD MEDAL” 
line will be complete to meet all needs. 

Therefore, we list in this catalogue 
ladders and scaffolding accessories which 
we feel are worthy of your serious con¬ 
sideration. 


FREIGHT DATA 

IMPORTANT NOTICE:-Note that trans¬ 
portation rates on ladders exceeding 22 
ft., unlesB with shipments of 1,000 lbs. 
or more, take rate of 1,000 lbs. minimum. 

SHIPPING RATES 

STEP LADDERS: 

Less than carload take First Class Rate. 

STEP LADDERS: 

Carload take Third Class Rate. 

SINGLE AND EXTENSION LADDERS: 
Less than carload take Second Class Rate. 

SINGLE AND EXTENSION LADDERS: 
Carload take Third Class Rate. 
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"SUBURBAN” 

EXTENSION LADDER 

A Good Ladder. This lad¬ 
der is proving very popular in 
the lower price range. 

SIDE RAILS—Selected 
straight grained hemlock. 


RUNGS—1-3/16" selected, 
smooth turned ash or hickory. 

CADMIUM PLATED 

HARDWARE. 


GUIDE IRONS—of mal¬ 
leable iron and mild steel 
riveted to side-rails. 


POSITIVE A UTOMATIC 
SPRING LOCKS. 


MANILA ROPE PULL-UP. 


Also furnished without rope 
as a "Common” Extension 
Ladder 


Approximate 
Weight per ft. 

Sizes 16', 20', 24', 28', 30', 32'... . (2 lbs.) 

" 36'. . (2 lbs.) 

" 40' & 44'. . (2>^ lbs.) 
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"DUREX” 

EXTENSION LADDER 

A good extension ladder 
where a spread hottoin is de¬ 
sired. 


SIDE RAILS —Selec¬ 
ted straight grained hemlock. 

RUNGS—1-3/16" selected, 
smooth turned ash or hickory. 

CADMIUM PLATED 
HARDWARE. 

GUIDE IRONS—of mal¬ 
leable iron and mild steel 
riveted to side rails. 


POSITIVE AUTOMATIC 
SPRING LOCKS. 


MANILA ROPE PULL-UP. 


Approximate 

Weight per ft. 

Sizes 16', 20', 24', 28', 30', 32' (2 lbs.) 

" 36'. (2 lbs.) 

" 40' & 44' . (2# lbs.) 
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"GOLD MEDAL” 

SINGLE LADDER 

An old type wilh improved 
design, making a ladder which 
is the lightest and strongest 
possible. Meets the many 
requirements loo high for a 
stepladder. too low for an 
extension ladder. 

SIDE RAILS -Selected, 
clear, straight grained stock, 
dimensioned to meet all safety 
codes. 

RUNGS Straight grained 
hand-split and shaved oak 
rungs, size I Hi". 

BRACES- Diagonal knee 
braces riveted through side 
rails and axis of rungs. Made 
of durable cadmium plated 
steel. 

TIE-RODS—of Cadmium 
plated steel hold side rails 
together. 


Approximate 
Weight per ft . 

Sizes 8'. 10'. 12', 14', 16'. 18' (2 lbs.) 

" 20', 22', 24' (2KIbs.) 

NOTE: If e also manufacture the "Standard" Single 
Ladder without knee braces or tie-rods in sizes 
similar to the "Gold Medal." 
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"LADDER BRACKETS” 

This bracket is made of high grade steel, reinforced 
to sustain a tensile load double any required. Fits 
either the outside or inside of ladder and is adjustable 
to any angle. - 

LADDER OR RIDGE HOOK—We manufacture a 
substantial steel hook, adjustable to fit any ladder 
. .Wt. (5 lbs.) ea. 


SHINGLE BRACKETS—Adjustable wood brackets 
with cadmium plated rivets and slotted steel nailing 
plate.Wt. (3 lbs.) ea. 

WINDOW JACKS—12"x4'4", folding type of latest 
design. Adjustable to any window. Cadmium plated 
hardware.Wt. (25 lbs.) ea. 
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"MASONS’ AND BUILDERS” 

EXTRA HEAVY DUTY LADDER 



This ladder is designed for 
extra heavy duty and is con¬ 
structed with the utmost care. 
To use anything but a proper¬ 
ly made rung ladder is false 
economy. (This ladder is 
rapidly replacing costly lad¬ 
ders made on the job.) 


SIDE RAILS: — Selected 
clear straight grained stock. 
Dimensions as follows: 

for 12—20 ft. sizes. 
!K"x4K" for 22—30 ft. " 


RUNGS— \'/i" to 1 y 2 " 
tra heavy hand split 
shaved oak rungs. 


Ex- 

and 


SHIP LADDER 

Same as Masons’ and Build¬ 
ers’ Extra Heavy Duty Lad¬ 
der. (reinforced with addition¬ 
al Tie Rods.) 


Approximate} ’ 
Weight per ft 

Sizes 12', 14', 16', 18', 20'. (3 lbs.) 

" 22', 24', 26', 28', 30'. (3^ lbs.) 

IMPORTANT NOTICE 

Note that transportation rates on ladders exceeding 
22 ft. unless with shipments of 1,000 lbs. or more, take 
rate of 1,000 lbs. minimum. 
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"GOLD MEDAL” 

WINDOW CLEANERS’ LADDER 

A ladder of super-excellence for an extremely 
hazardous business. We originated the continuous 
taper side rail to prevent tipping and saved countless 
lives in doing it. Each section different. A more ex¬ 
pensive ladder to manufacture, but the only one 
really safe to use under all conditions. Selected 
aeroplane spruce side rails, hand split oak rungs, 
cadmium plated reinforcing plates at all connections. 

Made in three types with 6'4" sections and 6'4", 
7'4" and 8'4" top sections. The four inches on each 
section allows for slotted ends. 

Approximate 
Wt. per ft. 

LIGHT DUTY (maximum of 3 sections).IK lbs. 

MEDIUM " ( " "5 sections). IK lbs- 

HEAVY " ( "7 sections).2 lbs. 


PATENT SECTIONAL LADDER 
Made in 6'4" Sections with steel locking clamp to 
hold sections securely together. All hardware cad¬ 
mium plated. Rungs 1K i side rails 1 >1j"x3 clear 

spruce. Approx, wt.(15 lbs.) per section. 
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PAINTERS’ AND TUCKPOINTERS’ 

PLATFORM STAGES 

Lightness with strength 
through correct design, have 
made these platforms un¬ 
equaled by any other stages. 

Cambered on the principle 
followed in arched bridge 
construction with side rails 
increasingly larger and strong¬ 
er as they near the center, 
so that all strains are equally 
distributed. 

SIDE RAILS Made of se¬ 
lected ladder grade stock 
dimensioned as follows: 
1^x3?/ 4 inches for 10. 12. 
14 & 16 ft. sizes. 

I $4x3J4> inches for 18.20 
22 ft. sizes. 

1^x4^ inches for 24 ft. 
size. 

RUNGS—Hand Split Oak 
or second grow th white ash 
rungs. I yi" diam. on 18" 
centers. 

TIE RODS Four cadmium 
plated tie rods are distributed 
equally throughout the en¬ 
tire length of stage. 

COVERING— Top slats of 
^x 2V 4 inches selected ladder 
stock, light and strong. 
STEEL CAPS—Ends of rails protected w ith steel caps 

riveted to side rails. 

(;i ARP RAILS (ffl ustration "A”) made of 14^"x2j 4 " 

selected ladder stock with chamfered edges. 

TOE BOARDS (illustration "B*’) ^ 7, x4" toe-boards to meet 

safety code requirements. Designed to lit "GOLD MEDAL’* 
Scaffold Irons. 

S UPERIOR HOISTING TACKLE — Made up ready 

for use with 3 4 " best manila scaffold rope, spliced into 6" 
single and double blocks by experienced riggers. Blocks are 
best quality white ash with extra long hooks and fitted with 
galvanized iron sheaves and roller bearings. 

ROLLER PUNTERS —These hunters are clamped to the 
stage to hold it clear of the building. Made of clear 
stock— 

4 ft. long. 
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SCAFFOLDING 
ACCESSORIES 

CENTER RAIL SUPPORT—Safety 
Codes now require center rail supports 
for the guard-rail. This stanchion is 
readily attached and meets all safety 
code requirements. Note the set screw 
to hold the toe-board in place. Guard¬ 
rail support 10" high. Illus. A. 


Approximate 
weight 
O 1 lbs.) 

SCAFFOLD IRONS 
Made of high-grade flat 
wrought iron, hand forged in 
one continuous piece to meet 
all safety requirements. 
Guard-rail support 40" high. 
H" x l yi" steel, forged round 
where rope slides over the 
iron. Illus. D. 

Approx. Wt. 

20" Size.(19 lbs.) 

24" Size.(20 lbs.) 

28" Size.(21 lbs.) 


1,-SHAPE 
ROOF IRONS 

These hand forged 
roof hooks are made of 
y£'' x 1%" high-grade 
(Approx, wt. 10 ib 8 .) steel. Made 26" long. 

Designed to sustain a tensile load of 2,000 pounds. 

CORNICE HOOK 
“S” TYPE 

Made of high-grade hand 
forged steel. Note the ring in 
the nose of hook for tying 
back securely to some point 
on the roof. Length 30 inches, 
clearance 18 inches. Illus. C. 

Special sizes to order. 
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(Approx. Wt. 17 lbs.) 
















"GOLD MEDAL” SAFETY 

EXTENSION TRESTLE 

Tested and Approved by the Underwriters' Laboratories 


LOCKS AUTOMATICALLY 

1 he malleable iron crescent hook wi 
shing works automatically. Center 
justable every ten inches. 
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The above diagram illustrates the advantages of 
"GOLD MEDAL” Safety Extension Trestles. In ihe 
diagram four ceiling paint jobs are indicated. You 
see a single pair of 8 ft. "GOLD MEDAL” Safety- 
Extension Trestles used in painting four rooms of 
different ceiling heights, taking the place of four 
pairs of Common Trestles or "A” ladders. Only one 
pair to buy—to haul to and from the job—to store. 
And the worker has always the proper head-room. 


SPECIFICATIONS 


Sizes: 

Extends 

Safely lo 

Approx. 

Weight 

6 ft. 

10 ft. 

(43 lbs.) ea. 

8 ft. 

14 ft. 

(60 lbs.) ea. 

10 ft. 

18 ft. 

. (75 lbs. ) ea. 

12 ft. 

21 ft. 

(90 lbs.) ea. 

14 ft. 

25 ft. 

(105 lbs.) ea. 

16 ft. 

28 ft. 

(120 lbs.) ea. 

18 ft. 

32 ft. 

. (135 lbs.) ea. 

20 ft. 

.35 ft. 

(150 lbs.) ea. 


SADDLE AND STIRRUPS 
By means of this device a’man may sit on top of an 
extension trestle and work with both hands free. 
Used extensively in theatres for re-lamping. 
.Approx, wt. (12 lbs.) per set 

I UJ 
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COMMON TRESTLE OR "A” LADDER 



“G.M.” BOHNALITE SAFETY LADDER FEET 

Listed as Standard by Underwriters’’ Laboratories 


Frames and shoes of 
Lightweight non-rus- 
ting durable aluminum 
alloy known as Bohn- 
alite. 


One class of ladder accidents is due to slipping on hard 
smooth surfaces. This has led to the development of four types 
of “GOLD MEDAL” Safety Ladder Feet to meet all con¬ 
ditions. Sold per pair and in sets. 

"G.M.” Rubber Suction Grip. Wt. (2 lbs. 12 oz.) per pr. 

"G.M.” Carborundum Grip. " (2 lbs. 14 oz.) " ' 

"G.M.” Cork Grip. " (1 lb. 14 oz.) " " 

"G.M.” Steel Point. " (lib. 2 oz.) " " 


TRESTLES OR “A” LADDERS 


A time”tried “A” ladder or common trestle that has many 
improvements over the ordinary kind. They are made of sel¬ 
ected ladder stock and are reinforced with cadmium plated angle 
braces to take away side sway. Rungs staggered to allow sup¬ 
port for staging every seven inches. 

Sizes: 6', 8' 10' 12' & 14' Approx. Wt. per. ft. (4 lbs.) 


SHOWING FRAMES WITH SHOES 


RUBBER SUCTION GRIP 


CORK GRIP 


CARBORUNDUM GRIP STEEL POINT 
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EXTENSION PLANK 
(Illustration “A”) 

These planks are care¬ 
fully constructed of selec¬ 
ted ladder grade spruce, 
light and durable. Most 
convenient where varying 
lengths are required. Made 
of 7/i"Wj/i" strips which 
telescope. Cadmium plat¬ 
ed steel hinders. End 
stops to prevent pulling 
apart. 6 ft. size made in 
two sections, 8 ft. and 10 
ft. sizes made in three 
sections. 


Sizes: 


Extends 

to 


Approx. 

Weight 


6 ft.10 ft. (30 lbs.) ea. 

8 ft.14 ft. (40 lbs.) ea. 

10 ft.18 ft.(50 lbs.) ea. 


FEATHERWEIGHT 

STAGES 

(Illustration “B”) 


Because this featherweight stage is properly designed 
it is rapidly replacing the solid plank formerly used 
as scaffold plank. Lighter, stronger and will outlast 
any plank. Made 12 inches wide. 

SIDE RAILS—(reinforced), selected clear ladder 
grade stock used in all sizes. Reinforced on the in¬ 
side of each rail with oval steel bar. 


Size: 

Side Kails 

Approx. Wi. 
per ft. 

10 ft. 

.(W'x 2H") . 

.3 >2 lbs. 

12 ft. 

.(U£"x2K"). 

.3^ « 

14 ft. 

..UH"x3" ). 

.3 X " 

16 ft. 

.(1H"x3" ). 

.3K " 

18 ft. 

,.(W'x3K"). 

.3 H " 

20 ft. 

.(l^"x3K"). 

.3 X " 


22 ft.(lK"x4K")--Special.4 - 
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"GOLD MEDAL SAFETY” 

PLATFORM LADDER 

Here at last is a ladder from which all dangerous 
elements have been removed. If this ladder does 
not reduce the number of accidents resulting from 
falls, dropping of tools, etc., then no ladder will. 
Handles with the ease of an ordinary step ladder, 
folds compactly and requires no additional storage 
space. 

Hack 
for 
tools 
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SPECIFICATIONS 

HINGE 14 Gauge steel stamping. 

SPREADER Famous "Gold Medal ' Safety Spread¬ 
ers. The shield over the joint absolutely' protects the 
hands from injury and doubles the strength. 

TRUSS RODS—Under every step with cadmium 
plated 3/16" lie-rod and special countersunk w asher. 

KNEE BRACES—under every step—20 gauge steel 
stamping. 

BOTTOM STEP BRACE—14 gauge steel stamping. 

RUNG BRACES—16 gauge steel stamping. 

PLATFORM SUPPORTS—cadmium plat¬ 
ed angle iron with riveted platform slats. 

SIDE RAILS—FRONT RAILS—Nos. 5 to 10, 
l"x3X"; Nos. 12 to 20, l"x3K". Best ladder 
grade clear spruce. 

REAR RAILS—Nos. 5 to 10, Ltf"x2tf". Best 
ladder grade clear spruce. 

STEPS—13/16"x4 ]4,"■> Best ladder grade spruce. 

REAR RUNGS—Nos. 5 to 10, l}4"; Nos. 12 to 

20, \ X A". 

TOP— K"x7"x 18" Oak or Maple. 

PLATFORM—Slatted, best Ladder Grade Spruce. 


Total 

Height to 

Approx. 

Height 

Platform 

^ eight 

o. 6 

.. 4'. 

(29 lbs.) 

8 

. 6'. 

(36 " ) 

10 

8' 

(43 " ) 

12 

10' 

(60 " ) 

14. 

.12'. 

. (72 " ) 

16 

IF 

(90 " ) 

18 

16' 

(105 " ) 

20 

18' 

(125 " ) 


STRENGTH TEST 



A test of strength showing twelve men on ladder, 
a combined weight of over 1,900 pounds. 








THE "NEW UNDERWRITER” 

STEP LADDER 

(Listed as Standard by the Underwriters ’ Laboratories ) 

If you want the best, this is the ladder. Designed 
to be the strongest and safest ladder that can be 
manufactured. Selected spruce ladder stock, heavy 
duty steel triangle hinge, cadmium plated hardware, 
Patent Safety Spreaders—and for the last word in 
safety each step reinforced with both a trussed steel 
tie-rod and riveted steel knee brace. 

Sizes 4 ft. to 20 ft. .Approx. Wt. (6 lbs.) per ft. 

DIMENSIONS 
Sides: 4 ft. to 14 ft. Size 

16 ft. to 20 ft. Size. 


Legs 

Steps 

Top.. 


l"x3X" 

.I"x3 > 2 " 

.1M"x2 X" 

...13/16"x4 

,^"x7K"xl7" 
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“ELECTRIC” STEP LADDER 

Electricians have proven this ladder. Designed 
so that front and back can be used at. the same 
time—safely. A splendid ladder where medium 
weight and great strength are desired. Cadmium 
plated steel knee braces under every step and a heavy 
duty hinge tieing front and back securely together. 

Sizes: 4 ft. to 20 ft. Approx. Wt. (34^ lbs.) per ft. 

DIMENSIONS 

Sides. 13/16"x3X" 

Legs.. 1 y&"\2 )4" 

Steps. ,13/16"x4" 

Top.H"x7"xl6" 
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"SAMSON” STEP LADDER 

This, as the illustration plainly shows, is a splendid 
general purpose step ladder. Made of selected ladder 
stock, it has mortised rungs; strong steel hinges; 
staunch back brace; patent safety spreaders; folding 
pail rest; cadmium plated hardware, and each step 
is reinforced with trussed steel tie-rod. 

Sizes: 4 ft. to 12 ft. .Approx. Wt. (3 lbs.) per ft. 

DIMENSIONS 

Sides. 13/16"x3J4" 

Legs. 13/16"xlK" 

Steps 13/16"x3H" 

Top. 13/16"x5^"xl6" 
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"TIOGA” STEP LADDER 

This is not an ordinary step ladder. Those who 
desire a lightweight, well made ladder for home use 
will pick this ladder. The same high quality work¬ 
manship goes into this ladder as into the entire 
"GOLD MEDAL” line. Cadmium plated tie-rods 
under every step, sturdy hinge and easy-close spreader. 


Sizes: 4 ft. to 8 ft. Approx. Wt. (2^ lbs.) per ft. 
DIMENSIONS 

Sides.13 /16 ,, x2^ ,/ 

Legs. 13/16"xltf" 

Steps.13/16''x3K" 

Top 13/16"x5^"xl6" 
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“NEW HOME” STEP LADDER 

The name tells the purpose for which this ladder was 
designed. Tt is also finding ready use wherever light 
weight is paramount. Cadmium plated hardware, 
tie-rod under every step. 

Sizes: 4', 5', 6'<£: 8'.Approx. Wt. {2yi lbs.) per ft. 

DIMENSIONS 

Sides.13/16"x2^" 

Legs 13/16"xlK" 

Steps l.3/16"x3^" 

Top. 13/16"x5K"xl6" 












"COMPETITION” STEP LADDER 

The best for the money. There are those who must 
consider price above everything else. Here is a fully 
rodded stepladder with metal hinge that sells for 
very little money. Made in Pine or Hemlock. 

Sizes: 4', 5', 6', & 8'. Approx. Wt. (2 lbs.) per ft. 

DIMENSIONS 

Sides . 25/32"x2?s" 

Legs.25/32"xlTs" 

Steps.25/32"x3H" 

Top 25/32"x5j*"xl6" 
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“CHICAGO PAINTERS” 

STEP LADDER 

“Custom Built" To Meet a Demand 

The strongest and safest ladder of its type made. 
Finest aeroplane spruce throughout. Extra heavy 
strap hinges at the point of extra strain. Cadmium 
plated hardware, improved steel corner plates, steps 
reinforced with both steel tie-rod and angle brace. 

Sizes: 4', 6', 8', 10', 12', 

14'& 16'.Approx. Wt. (2X lbs.) per ft. 

DIMENSIONS 

. J4"x2H" 

. 

13/16"x3K" 


Sides... 

Legs. 

Steps 
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“SCAFFOLDING JACKS” 
ADJUSTABLE 

An adjustable jack of selected spruce which has 
proven very popular with the trade. Especially 
recommended for metal ceilings, heating and ventil¬ 
ating work, etc. Legs yi". 


SIZES: 


No. 3—2 ft. extends to 

3 ft. 

Approx. 

Weight 

. (16 lbs.) 

No. 4—2'6" 


4 ft. 

(18 " ) 

No. 5—3 ft. 


5 ft. 

. (21 " ) 




(24 " ) 

No. 7—5 ft. 

ee fe 

8 ft.. 

.(27 " ) 

No. 8—6 ft. 


9'6". 

.(32 ” ) 

No. 9—7 ft. 


11 ft. 

. (39 " ) 


EXTRA HEAVY JACKS FOR 
PLASTERERS, ETC. 
Heavy Duty Legs 

Write for Sizes and Prices 
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